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Thermoplastic piping systems 
 
 
STATEMENT BY KIWA 

With this product certificate, issued in accordance with the Kiwa Regulations for Product Certification, Kiwa 

declares that legitimate confidence exists that the products supplied by 

Nupi Industrie Italiane S.p.A. 
as specified in this product certificate and marked with the Kiwa®-mark in the manner as indicated in this 

product certificate may, on delivery, be relied upon to comply with Kiwa evaluation guideline BRL-K552/03 

“Thermoplastic piping systems” dated 2011-02-01 inclusive amendment sheet 2015-03-15.  

The products have been tested for compliance with the following media: 

· Petrol (100% mineral based fuel) 

· Kerosene (100% mineral based fuel) 

· Diesel (100% mineral based fuel) 

· Bio petrol containing up to 20% Ethanol (= up to E20) 

· Bio petrol containing 85% Ethanol (= E85) 

· Bio kerosene containing up to 20% Ethanol 

· Bio diesel containing up to 20% FAME (= up to B20) 

 

The piping systems are suitable for above ground and underground installation. 

 

 

 
Luc Leroy 

Kiwa 

Publication of this certificate is allowed. 

Advice: consult www.kiwa.nl in order to ensure that this certificate is still valid. 

 

Supplier 

Nupi Industrie Italiane SpA  

Via Stefano Ferrario Z.I. sud ovest 

21052  BUSTO ARSIZIO (VA) 

Italy 

Tel. +39-0331 344 211 

Fax +39-0331 351 860 

 www.nupiindustriitaliane.com  

 

 

 

Distributor 

TSE Fueling Supplies B.V. 

Baanbergenweg 50 

1271 TW HUIZEN 

The Netherlands 

Phone +31 (0) 35 5256 976 

Fax +31 (0) 35 5259 641 

www.tseonline.nl 

 

 

 

  

Kiwa Nederland B.V. 

Sir Winston Churchilllaan 273 

Postbus 70 

2280 AB  RIJSWIJK  

The Netherlands 

Tel. +31 88 998 44 00 

Fax +31 88 998 44 20 

info@kiwa.nl 

www.kiwa.nl 

 
 
 
 
 

Certification process  

consists of initial and 

regular assessment of: 

· quality system 

· product 
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